
Fixture Wattage Kelvin Reflector Finish Dimming  

OZ1 57 30 BW20 W Leave blank for no dimming 

 34 35 BW30 B D 

   AS30 S  

      

Applications The energy efficient Omega Z1 with a batwing 
light distribution is designed for smooth vertical 
illumination of supermarket aisle displays. Or 
when equipped with the asymmetric reflector 
option it is an excellent  choice for signage 
illumination. 
 

Fixture/Engine 
 

OZ1– Omega Z1 linear LED luminaire 
with a set of reflectors engineered specifically for 
supermarket applications. Extra thick aluminum 
extrusion provides enhanced LED cooling for 
longer life and higher lumen maintenance.  
 

 
Material  

Heavy duty extruded aluminum housing with 
steel fittings and highly reflective MIRO 
reflector 

Wattage 57– 57 watts  (.2A @ 277V) 
34– 34 watts  (.12A @ 277V) 
 

 
Warranty 

 
5 year LED 

Kelvin 30– 3000 
35– 3500 

Reflectors Our unique LED linear reflector system delivers 
quality light exactly where market owners need
– on the product. By significantly reducing stray 
light we increase efficiency. 

Reflector Type BW20– Batwing 20° 
BW30– Batwing 30° 
AS30–  Asymmetric 30° 

 
Operating  
Technology 

Class 2 driver with short circuit, over current, 
over voltage, over load and over  
temperature protections 
Eliminates concerns typical with other LED 
luminaires 

Fixture Finish W – White 
B– Black 
S– Silver 
 

 
Connection  
Voltage  

 
120 - 277 VAC  ~ 50/60 Hz 
 

 
Fixture Finish 

 
White, Black, Silver – (Standard) 
RAL # # # # – Any RAL Color 
      Additional Charge May Apply 

0-10v 
Dimming  
Compatible 

D 

Weight 
Dimensions 

14.8 lbs  
59“L x 4 1/4“ H x 4“ W 

Sample Part # for 
Fixture 
shown above: 

OZ1-57-35-BW20-W 
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59” 

4 1/4” 

4”
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